CITY OF ELIZABETH CITY LOAD LETTER
ELECTRIC DEPARTMENT

Service Location *

Electrician Address Phone
Customer Address Phone

Type of Structure Square Footage

Realistic Connection

Date
Type of Service ]
Underground Service Change New
Overhead Relocation Temporary
| Service Characteristics ;
Size of Load Wires No. of Wires Per Phase Conductor Type Al CU
Type of Termination Meterbase Trough C.T. Cabinet ___ Switchgear _ Other
] Service Size _ _ i
_ 100amp 150 amp 200 amp 300 amp 400 amp Other

Voltage

| Phase. 3 Wire, 120/240
3 Phase, 4 Wire, Wve, 120/208

"3 Phasc, 4 Wire, Wye, 277/480
suo Diher

| Meter Location | Service Equipment Loeation
Indoor Outdoor _ Indoor Outdoor
Electric Motor Load Other Electric Load

List phase, number, horsepower ranng,
and approximate hours of operation
per week.

Hours of
Operation

Phase No. HP Voltage

Total Connected Amps

Check all applicable items, and mdlcate the kw or
Tons.

Lighting kw
Electric Heat kw
Heat Pump kw
AC BTU tons
Cooking kew
Water Heater kw
Dryer kw
Other lew
Other kw
Other kw
Other Tew

Estimated Operating Time (Include all
Electrical Load)

Hours Per Week

Months Per Year

All Conductors must enter from the top and bottom (not side or back) of the Instrument transformer cabinet. Line and
Load conductors must enter from opposite ends of the cabinet so that metered and nonmetered conductors will not

Cross.

The company reserves the right to designate and/or approve the location of all metering and C.T. equipment. The
company must approve all proposed metering arrangements.

Signature

[ Date

Return this form to: CITY OF ELIZABETH CITY — ELECTRIC DEPARTMENT — ELECTRIC DIRECTOR
302 E. COLONIAL AVE. ELIZABETH CITY, NC 27909




