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 ABBREVIATIONS                
AC ACREAGE
CAMA COASTAL AREA 

MANAGEMENT ACT
CL CENTERLINE
CONC  CONCRETE
DB DEED BOOK
EOP EDGE OF PAVEMENT
ESMT EASEMENT
EX EXISTING
FIG FIGURE
FT FEET
GEN GENERAL
HWY HIGHWAY
IN INCHES
LF LINEAR FEET
LMT LIMIT
LOW LIMITS OF WORK
LP LIGHT POLE
MIN MINIMUM
MISC MISCELLANEOUS
PB PLAT BOOK
PP POWER POLE
RD ROAD
ROW RIGHT OF WAY
R/W RIGHT OF WAY
SF SQUARE FEET
ST STREET
STA STATION
TYP TYPICAL
W&S WESTON & SAMPSON
WSE WESTON & SAMPSON

LEGEND

PROPOSEDEXISTING

TEMPORARY
TIMBER MATTING

R&D TIMBER
BOARDWALK/DOCK

EXCAVATE & PREPARE
GRAVEL DRIVE FOR
CONCRETE PARKING

EX. GRAVEL PARKING LOT

R&D EXISTING PILINGS

PREPARE FOR NEW
GRAVEL PARKING LOT
EXTENTS

BOARDWALK

BITUMINOUS CONCRETE
PAVING, VEHICULAR

RAIN GARDEN

1-2" FRESH GRAVEL
PARKING LOT

TIMBER FENCE

20"X60' BENCH

MAJOR CONTOUR

MINOR CONTOUR

WORK POINT

GENERAL NOTES
1. PROPERTY LINES, SITE SURVEY AND TOPOGRAPHICAL INFORMATION

BASED FROM A COMPILATION OF CAMDEN COUNTY GIS AND ON THE
GROUND SURVEYS PERFORMED BY PATRIOT SURVEYING AND
INFRASTRUCTURE.

2. CONTOURS AND ELEVATIONS SHOWN ON NAVD88 VERTICAL DATUM BASED
ON GPS OBSERVATIONS. SUPPLEMENTAL SURVEY FROM LIDAR 2020.

3. NORTH ORIENTATION IS TRUE NORTH BASED ON GPS OBSERVATIONS
TAKEN AT THE TIME OF THE FIELD SURVEY.  MAPPING PREPARED ON
NAD83 STATE PLANE COORDINATE SYSTEM NORTH CAROLINA.

4. REFER TO GENERAL SYMBOLS FOR SURVEY LEGEND. ALL BIDDERS ARE
REQUIRED TO INSPECT THE PROJECT SITE IN ITS ENTIRETY PRIOR
TO SUBMITTING THEIR BID, AND BECOME FAMILIAR WITH ALL
CONDITIONS AS THEY MAY AFFECT THEIR BID. CONTRACTOR AND
SUB-CONTRACTOR SHALL BE FAMILIAR WITH ALL DRAWINGS AND
SPECIFICATIONS PRIOR TO COMMENCING THE CONSTRUCTION.

5. LOCATIONS OF ANY UTILITIES SHOWN ON THESE PLANS ARE
APPROXIMATE ONLY. CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFYING THE LOCATION OF SUCH UTILITIES, PROTECTING ALL
EXISTING UTILITIES AND REPAIRING ANY DAMAGE DONE DURING
CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
ON-SITE COORDINATION WITH UTILITY COMPANIES AND PUBLIC
AGENCIES AND FOR OBTAINING ALL REQUIRED PERMITS AND PAYING
ALL REQUIRED FEES.

6. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE
PROPOSED WORK, THE LOCATION, ELEVATION AND SIZE OF THE
UTILITY SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY THE
CONTRACTOR AND THE INFORMATION FURNISHED TO THE OWNER'S
REPRESENTATIVE FOR RESOLUTION OF THE CONFLICT.

7. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE
ALTERATION AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND
ANY OTHER PRIVATE UTILITIES BY THE UTILITY OWNER AT NO
ADDITIONAL COST TO THE CITY OF ELIZABETH CITY.

8. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING ALL DRAWINGS
AND SPECIFICATIONS TO DETERMINE THE EXTENT OF EXCAVATION
AND DEMOLITION REQUIRED TO RECEIVE SITE IMPROVEMENTS.

9. ANY DISCREPANCIES OR CONFLICTS BETWEEN THE DRAWINGS AND
EXISTING CONDITIONS, EXISTING CONDITIONS TO REMAIN, AND
PERMANENT CONSTRUCTION SHALL BE BROUGHT TO THE ATTENTION OF
THE OWNER'S REPRESENTATIVE BEFORE PROCEEDING. ITEMS
ENCOUNTERED IN AREAS OF EXCAVATION THAT ARE NOT INDICATED ON
THE DRAWINGS, BUT ARE VISIBLE ON SURFACE, SHALL BE THE
CONTRACTOR'S RESPONSIBILITY AND SHALL BE REMOVED AT NO
ADDITIONAL COST TO THE OWNER.

10. ANY ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD DURING
CONSTRUCTION SHALL BE RECORDED BY THE GENERAL CONTRACTOR ON
"AS BUILT" DRAWINGS.

11. ALL AREAS DISTURBED BY THE CONTRACTOR'S OPERATIONS OUTSIDE
THE PROJECT LIMITS, SHALL BE RESTORED TO THE ORIGINAL
CONDITION BY THE CONTRACTOR AT NO ADDITIONAL COST AND TO THE
SATISFACTION OF THE OWNER.

12. ALL WORK SHOWN ON THE PLANS AS BOLD SHALL REPRESENT PROPOSED
WORK. THE TERM "PROPOSED (PROP)" INDICATES WORK TO BE
CONSTRUCTED USING NEW MATERIALS.

13. ALL KNOWN EXISTING STATE, COUNTY AND CITY LOCATION LINES
AND PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM
AVAILABLE INFORMATION AND ARE INDICATED ON THE PLANS.

14. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO
PROTECT HIS EMPLOYEES, AS WELL AS PUBLIC USERS FROM INJURY
DURING THE ENTIRE CONSTRUCTION PERIOD USING ALL NECESSARY
SAFEGUARDS, INCLUDING BUT NOT LIMITED TO, THE ERECTION OF
TEMPORARY WALKS, STRUCTURES, PROTECTIVE BARRIERS, COVERING,
OR FENCES AS NEEDED.

15. THE CONTRACTOR SHALL SUPPLY THE OWNER WITH THE NAME OF THE
OSHA "COMPETENT PERSON" PRIOR TO CONSTRUCTION.

16. FILLING OF EXCAVATED AREAS SHALL NOT TAKE PLACE WITHOUT THE
PRESENCE OR PERMISSION OF THE OWNER.

17. EXISTING TREES TO REMAIN SHALL BE PROTECTED FROM
CONSTRUCTION ACTIVITIES.  NO STOCKPILING OF MATERIAL,
EQUIPMENT OR VEHICULAR TRAFFIC SHALL BE ALLOWED WITHIN THE
DRIP LINE OF TREES TO REMAIN.  NO GUYS SHALL BE ATTACHED TO
ANY TREE TO REMAIN.  WHEN NECESSARY OR AS DIRECTED BY THE
OWNER'S REPRESENTATIVE, THE CONTRACTOR SHALL ERECT TEMPORARY
BARRIERS FOR THE PROTECTION OF EXISTING TREES DURING
CONSTRUCTION.

18. TREES AND SHRUBS WITHIN THE LIMITS OF WORK SHALL BE REMOVED
ONLY UPON THE APPROVAL OF THE OWNER'S REPRESENTATIVE OR AS
NOTED ON THE PLANS.

19. NO FILLING SHALL OCCUR AROUND EXISTING TREES TO REMAIN
WITHOUT THE APPROVAL OF THE OWNER OR OWNER REPRESENTATIVE.

20. THE CONTRACTOR SHALL REMOVE ALL SURFACE VEGETATION PRIOR TO
GRADING THE SITE. TREES SHALL BE REMOVED AND DISPOSED
COMPLETE BY CONTRACTOR. STUMPS SHALL BE KEPT IN PLACE.
TEMPORARY EROSION CONTROL MEASURES (INCLUDING SILT FENCE,
STRAW WATTLES, OR SILT SOCKS) AND SEDIMENT CURTAINS SHALL BE
INSTALLED BY THE CONTRACTOR. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR MAINTAINING THESE TEMPORARY EROSION CONTROL
MEASURES THROUGHOUT THE PROJECT WHICH COST SHALL BE
INCIDENTAL TO THE PROJECT.

21. TIMBER MATS SHALL BE IMPLEMENTED WITHIN LIMITS OF
DISTURBANCE ALONG BOARDWALK TO FACILITATE TRAVEL ALONG THE
BOARDWALK. MATS TO TRAVEL TO OTHER LOCATIONS AS NEEDED.

22. ALL UNSUITABLE EXCESS SOIL FROM CONSTRUCTION ACTIVITIES
SHALL BE DISPOSED OF BY THE CONTRACTOR AT NO ADDITIONAL COST
TO THE CITY. REMOVAL ACTIVITIES SHALL BE ACCORDANCE WITH
STATE AND LOCAL REGULATIONS AT NO ADDITIONAL COST TO THE
CITY.

23. CONTRACTOR IS RESPONSIBLE FOR STAKING CONSTRUCTION BASELINES
IN FIELD WITH A NC. REGISTERED PROFESSIONAL LAND SURVEYOR.
NO CONSTRUCTION WILL BE PERFORMED WITHOUT THE PROPOSED
BASELINES AND LAYOUTS APPROVED BY THE ENGINEER.

24. NO FILL SHALL CONTAIN HAZARDOUS MATERIALS.

25. CONTRACTOR SHALL PROVIDE TEMPORARY CONSTRUCTION FENCING
AROUND PERIMETER OF WORK AREA (LIMIT OF WORK). FENCE SHALL
NOT IMPEDE TRAVEL WAYS.

26. ANY QUANTITIES SHOWN ON PLANS ARE FOR COMPARATIVE BIDDING
PURPOSES ONLY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO
VISIT THE PROJECT SITE TO VERIFY ALL QUANTITIES AND
CONDITIONS PRIOR TO SUBMITTING BID.

27. CONTRACTOR'S STAGING AREA MUST BE WITHIN THE CONTRACT LIMIT
LINE AND IN AREAS APPROVED BY OWNER.  ANY OTHER AREAS THAT
THE CONTRACTOR MAY WISH TO USE FOR STAGING MUST BE
COORDINATED WITH THE OWNER.

28. THE CONTRACTOR SHALL KEEP ALL STREETS, PARKING LOTS AND
WALKS THAT ARE NOT RESTRICTED FROM PUBLIC USE DURING
CONSTRUCTION CLEAN AT ALL TIMES.

29. CONTRACTOR SHALL COORDINATE ALL WORK WITH THE OWNER.

30. THE LIMIT  OF WORK SHALL BE DELINEATED IN THE FIELD PRIOR TO
THE START OF SITE CLEARING OR CONSTRUCTION AND AGREED UPON
WITH THE OWNER'S REPRESENTATIVE.

31. HAULING OF EARTH MATERIALS TO AND FROM THE SITE SHALL BE
RESTRICTED TO THE HOURS OF 7 AM TO 5 PM.

32. ANY BOULDERS 3 CY OR SMALLER SHALL BE CONSIDERED
UNDOCUMENTED FILL AND SHALL BE DISPOSED OF AT NO ADDITIONAL
COST TO THE CITY.

33. WORK ON WEEKENDS SHALL ONLY BE CONDUCTED IF PRIOR WRITTEN
PERMISSION IS PROVIDED BY THE CITY.

34. NO TRUCKS SHALL BE LEFT IDLING ON CITY STREETS DURING
CONSTRUCTION. CONSTRUCTION TRAFFIC AT NO TIME SHALL IMPEDE
FLOW OF RESIDENT TRAFFIC.

DEMOLITION & SITE PREPARATION NOTES
1. THE CONTRACTOR SHALL INCLUDE IN THE BID THE COST OF REMOVING

ANY EXISTING SITE FEATURES AND APPURTENANCES NECESSARY TO
ACCOMPLISH THE CONSTRUCTION OF THE PROPOSED SITE
IMPROVEMENTS.  THE CONTRACTOR SHALL ALSO INCLUDE IN THE BID
THE COST NECESSARY TO RESTORE SUCH ITEMS IF THEY ARE
SCHEDULED TO REMAIN AS PART OF THE FINAL SITE IMPROVEMENTS.
REFER TO PLANS TO DETERMINE EXCAVATION AND DEMOLITION
REQUIREMENTS AND TO DETERMINE THE LOCATION OF THE PROPOSED
SITE IMPROVEMENTS.

2. THE OWNER RESERVES THE RIGHT TO REVIEW ALL MATERIALS
DESIGNATED FOR REMOVAL AND TO RETAIN OWNERSHIP OF SUCH
MATERIALS.  IF THE OWNER RETAINS ANY MATERIAL THE CONTRACTOR
SHALL MAKE ARRANGEMENTS WITH THE OWNER TO HAVE THOSE
MATERIALS REMOVED OFF SITE TO A DESIGNATED MUNICIPAL PROPERTY
AT NO ADDITIONAL COST. ALL GEOTECHNICALLY OR UNSUITABLE
EXCESS SOIL FROM CONSTRUCTION ACTIVITIES SHALL BE DISPOSED OF
BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE CITY. REMOVAL
ACTIVITIES SHALL BE ACCORDANCE WITH STATE AND LOCAL
REGULATIONS AT NO ADDITIONAL COST TO THE CITY.

3. UNLESS SPECIFICALLY NOTED TO BE REMOVED AND STOCKPILED (R&S)
OR REUSED AND RELOCATED (R&R), ALL SITE FEATURES CALLED TO BE
REMOVED AND DEMOLISHED (R&D) SHALL BE REMOVED WITH THEIR
FOOTINGS, ATTACHMENTS, BASE MATERIAL, ETC. TRANSPORTED FROM
THE SITE TO BE DISPOSED OF IN A LAWFUL MANNER AT AN
ACCEPTABLE DISPOSAL SITE AND AT NO ADDITIONAL COST TO THE
OWNER.

4. ALL EXISTING SITE FEATURES TO REMAIN SHALL BE PROTECTED
THROUGHOUT THE CONSTRUCTION PERIOD.  ANY FEATURES DAMAGED
DURING CONSTRUCTION OPERATIONS SHALL BE REPAIRED OR REPLACED
TO THE SATISFACTION OF THE OWNER AND/OR OWNER'S
REPRESENTATIVE AT NO ADDITIONAL COST.

5. CLEAR AND GRUB VEGETATION SHALL INCLUDE REMOVAL OF ALL
GRASS/LAWN, SHRUBS, AND UNDERBRUSH, REMOVAL OF ROOTS, AND
ROUGH GRADING.

6. THE CONTRACTOR SHALL PROTECT EXISTING TREES TO REMAIN.
CONTRACTOR SHALL INSTALL TREE PROTECTION BARRIERS AFTER
CLEARING TURF AND UNDERBRUSH BY HAND AND TAKE DUE CARE TO
PREVENT INJURY TO TREES DURING CLEARING OPERATIONS.

EROSION AND SEDIMENT CONTROL NOTES
1. ALL LAND-DISTURBING ACTIVITIES SHALL BE CONDUCTED IN A MANNER

THAT PREVENTS THE DISCHARGE OF SEDIMENT, POLLUTANTS, OR
DELETERIOUS SUBSTANCES TO WETLANDS, WATERS OF THE STATE, AND
ADJACENT PROPERTIES.

2. ALL SEDIMENT AND EROSION CONTROL DEVICES, INCLUDING UPLAND
WETLAND BUFFERS, SHALL BE PUT INTO PLACE PRIOR TO BEGINNING ANY
CONSTRUCTION OR DEMOLITION TO ENSURE SEDIMENT IS RETAINED ON
SITE. REFER TO PLANS FOR APPROXIMATE LOCATION OF EROSION AND
SEDIMENT CONTROL. REFER TO SPECS AND DETAILS FOR TYPE OF EROSION
AND SEDIMENT CONTROL.

3. THE CONTRACTOR  SHALL BE RESPONSIBLE FOR THE CONTINUAL
INSPECTION, MAINTENANCE, AND REPAIR OR MODIFICATION OF ALL
CONTROL DEVICES THROUGHOUT THE DURATION OF THE PROJECT.

4. CONTRACTOR SHALL MEET ALL OF THE STATE OF NORTH CAROLINA AND THE
CITY OF ELIZABETH CITY WETLAND ORDINANCE REGULATIONS FOR
SEDIMENT AND EROSION CONTROL.

5. ALL POINTS OF CONSTRUCTION EGRESS OR INGRESS SHALL BE MAINTAINED
TO PREVENT TRACKING OR FLOWING OF SEDIMENT ON TO PUBLIC/PRIVATE
ROADS.

6. ALL MATERIAL HAULING VEHICLES SHALL BE COMPLETELY COVERED PRIOR
TO LEAVING THE SITE.

7. CONTRACTOR SHALL BE RESPONSIBLE FOR WHEEL CLEANING OF ALL
CONSTRUCTION VEHICLES PRIOR TO EXITING THE SITE. CONTRACTOR
SHALL ENSURE THAT MATERIAL HAULING VEHICLES REMAIN ON PAVED
SURFACES AS MUCH AS POSSIBLE

8. UPON COMPLETION OF CONSTRUCTION ACTIVITIES, ALL DISTURBED AREAS,
INCLUDING TEMPORARY ACCESS AREAS, SHALL BE IMMEDIATELY
STABILIZED TO PREVENT EROSION AND OFFSITE SEDIMENT TRANSPORT.

9. ONCE FINAL STABILIZATION IS ACHIEVED, TEMPORARY CONSTRUCTION
SEDIMENT AND EROSION CONTROL DEVICES SHALL BE REMOVED AND
PROPERLY DISPOSED OF IN A MANNER THAT DOES NOT RESULT IN IMPACTS
TO WETLANDS, WATERS, OR ADJACENT PROPERTIES.

LAYOUT NOTES
1. COORDINATE ALL LAYOUT ACTIVITIES WITH THE SCOPE OF WORK

CALLED FOR BY DEMOLITION, GRADING  AND UTILITIES
OPERATIONS ENCOMPASSED BY THIS CONTRACT. SET, PROTECT
AND REPLACE REFERENCE  STAKES AS NECESSARY OR AS
REQUIRED BY THE OWNER'S REPRESENTATIVE.

2. ALL WORK SHALL BE PERFORMED BY CONTRACTOR UNLESS
SPECIFICALLY INDICATED THAT THE WORK WILL BE PERFORMED
"BY OWNER".

3. THE LAYOUT OF SITE AMENITIES AND FENCES MUST BE APPROVED
BY THE OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

4. ALL PROPOSED SITE FEATURES SHALL BE LAID OUT AND STAKED
FOR REVIEW AND APPROVAL BY THE  OWNER'S REPRESENTATIVE
PRIOR TO COMMENCEMENT OF INSTALLATION. ANY REQUIRED
ADJUSTMENTS TO THE LAYOUT SHALL BE UNDERTAKEN AS
DIRECTED, AT NO ADDITIONAL COST TO THE OWNER.

5. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES ON
THE GROUND AND REPORT ANY DISCREPANCIES IMMEDIATELY TO
THE OWNER.

GRADING & DRAINAGE NOTES

1. ALL NEW WALKWAYS MUST CONFORM TO DRAWINGS AND TO CURRENT
AMERICANS WITH DISABILITIES ACT (ADA) REGULATIONS: WALKWAYS
SHALL MAINTAIN A CROSS PITCH OF NOT MORE THAN TWO (2%)
PERCENT MAXIMUM AND THE RUNNING SLOPE (PARALLEL TO THE
DIRECTION OF TRAVEL) OF FIVE (5%) PERCENT MAXIMUM.

2. MINIMUM SLOPE ON ALL WALKWAYS WILL BE 1:100 OR 1% TO
PROVIDE POSITIVE DRAINAGE. ANY DISCREPANCIES NOT ALLOWING
THIS TO OCCUR SHALL BE REPORTED TO THE OWNER'S
REPRESENTATIVE PRIOR TO CONTINUING WORK.

3. ALL UTILITY GRATES, COVERS OR OTHER SURFACE ELEMENTS
INTENDED TO BE EXPOSED AT GRADE SHALL BE FLUSH WITH THE
ADJACENT FINISHED GRADE AND ADJUSTED TO PROVIDE A SMOOTH
TRANSITION AT ALL EDGES.

4. CONTRACTOR SHALL ENSURE ALL AREAS ARE PROPERLY PITCHED TO
DRAIN, WITH NO SURFACE WATER PONDING OR PUDDLING.

5. EXCAVATION REQUIRED WITHIN PROXIMITY OF KNOWN EXISTING
UTILITY LINES SHALL BE DONE BY HAND. CONTRACTOR SHALL
REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES
INCURRED DURING CONSTRUCTION OPERATIONS AT NO COST TO THE
OWNER.

6. WHERE NEW EARTHWORK MEETS EXISTING EARTHWORK, CONTRACTOR
SHALL BLEND NEW EARTHWORK SMOOTHLY INTO EXISTING, PROVIDING
VERTICAL CURVES OR POUNDS AT ALL TOP AND BOTTOM OF SLOPES.

7. WHERE A SPECIFIC LIMIT OF WORK LINE IS NOT OBVIOUS OR
IMPLIED, BLEND GRADES TO EXISTING CONDITIONS WITHIN 5 FEET
OF PROPOSED CONTOURS.




















































